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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 
APPLICANT: Stiegler et al. GROUP: 2667 

SERIAL NO: 09/993,308 EXAMINER: Prenell P. Jones 

FILED: November 23, 2001 

FOR: APPARATUS AND METHOD FOR TRANSMITTING AN 

ANISOCHRONIC DATA STREAM ON AN ISOCHRONIC 
TRANSMISSION ROUTE 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Sir: 

PRELIMINARY AMENDMENT 

Please amend the above-identified application as follows: 

IN THE SPECIFICATION: 

The Applicants hereby amends the paragraph on page 4, beginning on line 10 of the 
specification as follows: 

A MOST network is preferably used as the transmission route. Such a network 
preferably operates at a frequency of 44. 1 kMHz, corresponding to the sampling frequency of a 
conventional CD. A DVD player, by contrast, yields a data stream whose individual output 
channels each have a sampling rate of 48 kHz. In one embodiment, the method is especially 
suited for transmitting the anisochronic data stream delivered by a DVD player on an MOST 
network. The anisochronic data stream can be a single audio channel of the DVD player with a 
sampling frequency of 48 kMHz, or it can be composed of several audio channels of the DVD 
player. In the latter case, a generalized sampling frequency, which is an integer multiple of 48 
kMHz, will correspond to this data stream. 


